Casing
Shoes (ft)

schematic (10/26/2008)

Qpenings Top'Btm/ TypelStatus

653.0 -

Sfc Csg
TOC: S$fc

1,185.0

11.7 ppg
Mud

Wellbore
Status:
P&A

NO USDW
PRESENT

Top of
Injection Zone:
B-Sand 7248’

—RD1 KO

Componert

CEMENT

Componert

CEMENT

Componert

FISH

Top M D (ft]

5,800.0

Top M D (ft)

65,000.0

Top M D (ft)

5,555.0

Bt MD (1)

5,985.0

Bt MD (1)

5,524.0

Bt MD (1)

5,625.0

Iterm OD (in} Grade Wt (ppf) TopMD (ft) BtmMD (ft)

CASING JOIMTIS) 16.000

lterm 0D {in) Grade Wt (ppf) TopMD(ft) BtmmMD(ft)

CASING JOINTIS) 10,750 J-55  40.50

10,050 J-55 40,50
CASING JOINTIS) 10,750 5 40.50
CASIMNG GUIDE SHORO. 750 5 40.50

Wel: 362X4G S/T/R: 4G/315/24E

CASING CEMENT DETAIL

Sfe Csg. Cmt Vol: 1230 cf
Hole Size: 14.75"

Casing Size: 10.75"

Top Job: No

Rtns to Sfc: Yes (168 cf)
TOC: Sfc

Interm Csg. Cmt Vol:
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TOC:

Prod. Csg. Cmt Vol
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TOC:

Liher Cmt Vol:
Hole Size:
Casing Size:
Top Job:
Rtns to Sfc:
1100

Top of Injection Zone:
B-Sand 7248’

Volume Behind Pipe:

1.18 Yield Assumed

Theoretical Calculations (TTOC)
Apr 2012

23.0 63.0

23.0 1,141.2
1,141.2 1,141.2
1,141.2 1,183.9
1,183.9 1,185.0

ED_001000_00042517-00001



